VRLA Rechargeable Battery

. BP180-6

B

FEATURES
Maintenance Free ( topping up not needed ) APPLICATIONS
Non - spillable ( no free electrolyte ) uPsS
Low Self Discharge, less than 3% per month Telecom Systems
both Vertical & Horizontal installations Switch Boards
integrated Flame Arrestor at each cell Elevated Platforms
Carry Handles for easy installation Photovoltaic Systems
Golf Carts
SPECIFICATIONS
Nominal Voltage 6V
Nominal Capacity 180Ah @ 20 hour rate F.V.(1.75V/cell) ®
Approx. Weight 28.8Kg(63.5lbs.) “
Terminals B9 (Fitting M8 bolt & nut) I3 is optional MH19884
Internal Resistance =25m() (Fully Charged )
Max. Discharge Current 800 A (5 sec.)
Max. Charge Current 54 A c €
Operating Temperature Range Charge : 0°C~40°C(32°F~104°F)
Discharge : -20°C~50°C(-4°F~122°F)
Storage. : -20°C~40°C(-4°F~104°F) ® |EC 60896-21/22
Container Material Standard: ABS( UL94 HB)  BP180-6 ® JIS C 8704-2
Optional: Flame Retardant ABS(UL94 V-0) BP180-6FR | ® GB/T 19638.1
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Disch
[ 15 Min 30 Min 1 Hr 3 Hr 5 Hr 10 Hr 20 Hr
5.40V 1732 1165 655.1 262.3 180.9 1011 53.33
5.25V 1812 1209 674.6 267.6 183.6 102.6 54.00
510V 1868 1237 686.8 270.0 184.6 103.1 54.27
4.95V 1911 1254 695.1 271.9 185.3 103.4 54.41
4.80V 1949 1267 702.0 2735 185.8 103.4 54.41
Disch
v T Time 15 Min 30 Min 1 Hr 3 Hr 5 Hr 10 Hr 20 Hr
5.40V 3012 197 4 110.1 43.71 30.15 16.84 8.89
525V 315.1 204.9 113.4 44.59 30.60 17.10 9.00
510V 324.8 209.6 115.4 45.00 30.77 17.19 9.05
4.95V 332.3 2125 116.8 4532 30.88 17.23 9.07
480V 339.0 214.7 118.0 4558 30.96 17.23 9.07

All data and artworks shall be changed without prior notice, BB reserves the right to explain and update the information contained hereinto.
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